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INSIDE DROP CONNECTION
FOR EXISTING MANHOLE SEWER DWG NO. 7
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AutoCAD SHX Text
INSIDE DROP AS MANUFACTURED BY RELINER DURAN INC. INSIDE DROP SYSTEM OR APPROVED EQUAL

AutoCAD SHX Text
NOTES: 1. USE OF INSIDE DROP SHALL BE RESTRICTED TO EXISTING MANHOLES ON AN INDIVIDUAL BASIS USE OF INSIDE DROP SHALL BE RESTRICTED TO EXISTING MANHOLES ON AN INDIVIDUAL BASIS ONLY, PRE APPROVED BY UTILITY. 2. FOR SPECIFICATIONS AND DIMENSIONS NOT SHOWN, SEE STANDARD DETAIL FOR WASTEWATER FOR SPECIFICATIONS AND DIMENSIONS NOT SHOWN, SEE STANDARD DETAIL FOR WASTEWATER GRAVITY COLLECTION SYSTEM. 3. ALL PIPE AND FITTINGS SHALL BE P.V.C. ASTM 3034 SDR 26. ALL PIPE AND FITTINGS SHALL BE P.V.C. ASTM 3034 SDR 26. 4. ALL BRACKETS, NUTS, BOLTS AND OTHER HARDWARE SHALL BE TYPE 316 STAINLESS STEEL. ALL BRACKETS, NUTS, BOLTS AND OTHER HARDWARE SHALL BE TYPE 316 STAINLESS STEEL. 5. MANHOLES SHALL BE COATED IN ACCORDANCE WITH WASTEWATER SECTION 4.13.2 OF THE MANHOLES SHALL BE COATED IN ACCORDANCE WITH WASTEWATER SECTION 4.13.2 OF THE SARASOTA COUNTY UTILITY MANUAL. 6. ALL MATERIALS SHALL BE IN ACCORDANCE WITH THE LATEST SARASOTA COUNTY UTILITY MANUAL ALL MATERIALS SHALL BE IN ACCORDANCE WITH THE LATEST SARASOTA COUNTY UTILITY MANUAL APPROVED MATERIAL. 7. TO BE USED ONLY WITH UTILITY DEPARTMENT APPROVAL.TO BE USED ONLY WITH UTILITY DEPARTMENT APPROVAL.ONLY WITH UTILITY DEPARTMENT APPROVAL. WITH UTILITY DEPARTMENT APPROVAL.

AutoCAD SHX Text
MANHOLE PENETRATION BY CORE BORE A LOK NEOPRENE CONNECTION BOOT CONFORMING TO A.S.T.M. C-923
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SDR 26 PIPE
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STAINLESS STEEL PIPE BRACKETS ON ALL RISERS OVER 6 INCH (MIN. OF 2 REQUIRED)

AutoCAD SHX Text
INSIDE DROP BOWL SECURED TO INSIDE WALL AND SEALED WITH 3M 5200 MARINE GRADE SEALANT
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45° BEND OR CONSTRUCTCONCRETE FLUME
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12 INCHES CRUSHED STONE
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EXISTING GRADE

AutoCAD SHX Text
MANHOLE INFILTRATION PROTECTOR POLLARD WATER MODEL WSYI PZ1 OR APPROVED EQUAL
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ENCASE RIBS IN CONCRETE COLLAR ALL AROUND

AutoCAD SHX Text
ASPHALT OR CONCRETE
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PRECAST 2" CONCRETE GRADE RINGS AND INTERNAL CHIMNEY SEAL, OR NON-METALLIC ADJUSTMENT RINGS (HDPE), 1/2 INCH TO 3/4 INCH THICK MORTAR FINISH OUTSIDE, COAT INSIDE; IN ACCORDANCE WITH SARASOTA COUNTY UTILITY STANDARDS MANUAL.

AutoCAD SHX Text
STANDARD SERVICE MANHOLE RING AND COVER RIM ELEVATION AS SHOWN ON PLANS
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